19990125.ba v02_n397.bam.990125 v02_n398.bam.990125

>From ???@??? Mon Jan 25 12:48:58 1999
Date: Mon, 25 Jan 1999 07:20:30 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 2397
Message-Id: <19990125131022.222E0AE1C@devel43.theporch.com>

			    BOATANCHORS Digest 2397

Topics covered in this issue include:

  1) Re: Spy sets... rs-6??? TOO FUSSY ABOUT NAME
	by Kargokult@aol.com
  2) Help DavidC with CZC-46139?
	by Tom Norris <badger@telalink.net>
  3) RE: RBB and RBC
	by "Ken Kinderman" <bc455@hotmail.com>
  4) Lettine Model 240 
	by Bill Robbins <billrobb@net-link.net>
  5) R-390A transformer / schematic questions
	by "Benjamin D. Hall" <kd5byb@WT.NET>
  6) Re: Lettine Model 240 
	by john <johnmb@mindspring.com>
  7) Re: operate 230 volt equip. on 125 volt ?
	by Jerry Proc <jproc@idirect.com>
  8) QST and I are wrong - please note (CX)
	by MODSTEPH@ACS.EKU.EDU
  9) HELP IN POSTING FS TO ANTIQUE RADIO LISTS
	by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
 10) BA Misc FS
	by don merz <71333.144@compuserve.com>
 11) Trade URA-38 HF Coupler for nice BA rcvr
	by zeitler@ibm.net
 12) Will also trade the coupler for an HF amp
	by zeitler@ibm.net
 13) FS Heath SB301/401 and Galaxy V plus accessories
	by Gary Pewitt <gpewitt@execpc.com>
 14) Crystal Oscillators and Temperature Sensitivity
	by "Barry L. Ornitz" <ornitz@tricon.net>
 15) Re: Over quoting.
	by "Arden Allen" <gumbear@pacbell.net>
 16) Re: operate 230 volt equip. on 125 volt ?
	by "Arden Allen" <gumbear@pacbell.net>
 17) Re: Over quoting.
	by "Arden Allen" <gumbear@pacbell.net>
 18) two items found
	by thompson@mindspring.com
 19) Re: Over quoting.
	by Bill Hawkins <bill@iaxs.net>
 20) SEM-25 page updated
	by mblair@gruumsh.irv.ca.us
 21) Re: RS-6 power supply 
	by "Steve" <scb@mail.internettport.net>
 22) re: operate 230 volt equip. on 125 volt ?
	by "Steve" <scb@mail.internettport.net>
 23) Desperately Seeking Discs
	by David Stinson <arc5@ix.netcom.com>
 24) MT-1 Mic Plug WANTED
	by Sandy Gerli <angerli@esslink.com>
 25) 6M Yoop Troop
	by mnhopkins@juno.com

----------------------------------------------------------------------
From: Kargokult@aol.com
Message-ID: <82ae8f9f.36ab9ca3@aol.com>
Date: Sun, 24 Jan 1999 17:20:19 EST
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: Re: Spy sets... rs-6??? TOO FUSSY ABOUT NAME
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

In a message dated 99-01-24 12:07:10 EST, 
G4BXD@compuserve.com writes:


>  after all, what is a "spy".
>  
>  Its really not too important if a real James Bond ever used
> these sets or simply a downed airman (Bat 21 ?). The set is small, 
>can be hid easily, operates under  cover, ie clandestined, and 
>usually the operator, whoever or whatever he is, wants to remaind
>undiscovered. If he ain't one then he sure acts like a spy. 

---the reason liberal use of the term gets to me is #1 it's too simplistic,
#2 the term is often happily slathered on, at the time of $ale. likewise,
if you attend militaria shows, you may learn that, for example,  this 
German troop-entertainment radio  rode in an $$ Panzer, or was a
U-Boat $et, was used to detect British $pies. How many of us have
gone to some civilian swap meet, seen some beatup overpriced 
'Command Set' receiver, and been told, "this is a tank radio". the 
seller does *not want* to know otherwise!
hue

------------------------------
Message-Id: <3.0.5.32.19990124174258.03f08860@mail1.telalink.net>
Date: Sun, 24 Jan 1999 17:42:58 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Tom Norris <badger@telalink.net>
Subject: Help DavidC with CZC-46139?
Mime-Version: 1.0
Content-Type: text/plain; charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

>From my mil list comment mail. If someone can help,
please email David at the address below.

73

Tom KA4RKT=20
badger@telalink.net

>From: "DavidC" <davidc@bit-net.com>
>
>   I am considering a WWII Navy receiver model:  CZC-46139 that=20
>covers 5.5-15.5 is rack mount style 19W,17 D,10.5 H and=20
>weighs 103#
>
>   Any details you may offer would sure be helpful, if not specific then
>perhaps something similar to get me a better idea about it.  (I am
>talking to a guy over the Internet about it and he doesn't have a scanner
>to show me pictures, nor a manual.)
>
>Thanks!
>~~~
>=F4=BF=F4
>\ ~ / .... DavidC K1YP@qsl.net=20
>
>

------------------------------
Message-ID: <19990125001713.12721.qmail@hotmail.com>
From: "Ken Kinderman" <bc455@hotmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: RBB and RBC
Date: Sun, 24 Jan 1999 16:17:13 PST
Mime-Version: 1.0
Content-Type: text/plain


Gang,

The manual says that two receivers can be run off one power supply "in 
an emergency". Inasmuch as there is no way to disable either the 
filament or the B+ line, the power supply will do continuous double 
duty. I have never done a temperature rise check on the P.S. unit when 
running one receiver or two, but the power supply looks hefty enough to 
supply two RX's continuously.

I have several manual copies avialbale for postage, if anyone needs 
them.

73,

Ken Kinderman
WB9OZR
bc455@hotmail.com


______________________________________________________
Get Your Private, Free Email at http://www.hotmail.com

------------------------------
Message-Id: <3.0.6.32.19990124192338.007a47e0@serv01.net-link.net>
Date: Sun, 24 Jan 1999 19:23:38 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Bill Robbins <billrobb@net-link.net>
Subject: Lettine Model 240 
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

I just picked up a Lettine Radio Model 240.  It is a CW/Phone transmitter.
Can anyone tell me anything about it?

Tnx de Bill
Heathkit Collector

WA8CDU formerly WN8CDU

------------------------------
Message-Id: <3.0.32.19990124182843.007f5ad0@mail.wt.net>
Date: Sun, 24 Jan 1999 18:28:46 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: "Benjamin D. Hall" <kd5byb@WT.NET>
Subject: R-390A transformer / schematic questions
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Greetings all you R-390A gurus...

Finally getting some BA stuff done now that I'm back from the frozen tundra
of Moscow, Russia.  Didn't see a single peice of boatanchor gear while I
was there, with the exception of a nixie tube frequency counter and a nixie
tube voltmeter, both still in regular service at the Russian Space
Corporation Energia facility.  Both wore CCCP markings, and both were
extremely well made.

Anyways, on to the questions!  I'm turning a parts unit R-390A audio deck
into a solid state unit as an experiment.  The number one problem with this
pursuit is where to get the 12 to 15 VDC power that the amplifier unit
needs.  I figured that since many (if not all!) people do not use the OVENS
in the unit, the 25.2 VAC winding on the power transformer may make a good
candidate.  So, I was looking to see what was powered by this winding.  I
found:

1)  V701 and V505, two tubes that are on the ballast tube regulator.  Since
these are .300 amp, these draw 7.6 VA.
2)  The VFO oven, which according to the manuals draws 45 watts @ 25.2 VAC.
3)  The coils of K101A and K101B, plus some loss in the rectifier.  I think
these would draw no more than 3 or 4 VA.

Okay, if we assume the tubes/ballast tube and the coils are resistive with
a power factor of 1, the total draw on the 25.2 VAC winding is about 50 watts.

That means that this radio pulls a peak power of 2 amps (assuming PF=1) out
of a 1.2 amp winding!  How can this be?  Are the manuals wrong?  Did some
Collins engineer not do his job?  Or, is the transformer rating of 1.2 amps
a CONTINUOUS rating, knowing that the 45 watt VFO oven wasn't going to be
on all of the time?

Anyways, I'm thinking that the 25.2 VAC winding may be the source of the
power that this amplifier needs...

Thanks and 73,
Ben
---
Benjamin D. Hall, KD5BYB, Engine and radio collector / operator.
Located in Houston, Texas, USA.
e-mail:  kd5byb@WT.net, web:  ***down for refurbishment***
"An ye harm none, do what ye will."

------------------------------
Message-Id: <3.0.3.32.19990124192244.00c5a72c@mindspring.com>
Date: Sun, 24 Jan 1999 19:22:44 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@mindspring.com>
Subject: Re: Lettine Model 240 
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hi  Bill,

It's a neat little rig, advertised as 160-2 meters, using plug in 
coilsets. It has to be one of the longest advertized units...it's seen
in year after year (1950-1960) of QST. 807 final, 2x6L6 modulators,
crystal controlled.
If you get yours going, I'll try and work you with mine on 40m CX.

73
/John


At 07:23 PM 1/24/99 -0500, Bill Robbins wrote:
>I just picked up a Lettine Radio Model 240.  It is a CW/Phone transmitter.
>Can anyone tell me anything about it?
>
>Tnx de Bill
>Heathkit Collector
>
>WA8CDU formerly WN8CDU
>
>

------------------------------
Message-ID: <36AB5D87.D3CE45EF@idirect.com>
Date: Sun, 24 Jan 1999 12:51:03 -0500
From: Jerry Proc <jproc@idirect.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: operate 230 volt equip. on 125 volt ?
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hello Group, 

Aboard HAIDA, I am running a British B28 receiver (220V 50 Hz) using a
small Hammond 115/230 autotransformer. Works great. If isolation from
the power line is not an issue, this is the cheapest way to provide
220/240 power for an individual piece of equipment. I mounted the
autotransformer on a separate chassis and provided a special power plug
on the receiver and mating receptacle on the chassis to ensure that only
that receiver could be connected to the 220 volt source. The 120 volt
side of course is fused and fitted with a U-ground plug.


-- 

Regards,
Jerry Proc VE3FAB   jproc@idirect.com
Web:      www3.sympatico.ca/hrc/haida
HMCS HAIDA Naval Museum, Toronto Ontario

------------------------------
From: MODSTEPH@ACS.EKU.EDU
Date: Sun, 24 Jan 1999 19:47:03 -0500 (EST)
Subject: QST and I are wrong - please note (CX)
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <01J6XIMBJA5O004ZT4@ACS.EKU.EDU>
MIME-version: 1.0
Content-type: TEXT/PLAIN; CHARSET=US-ASCII

     We have always appreciated QST's listing of "CX" - the Classic
Radio Exchange, as they have done nearly the entire twenty-plus years
we have been doing it -- BUT --

     ...somehow in the latest (February 99) issue they made a signifi-
cant typo on the starting time of CX, listing it as 0000 UTC...

     THIS IS IN ERROR!!

     "CX" - the Classic Radio Exchange contest -- starts at 2000 UTC
and ends nine hours later at 0500 UTC - or in simpler terms it
runs from 1500 to midnight Eastern Standard time, same as always;
12 noon to 9 PM on the west coast.  Mickey's big hand... etc.  ;)

     So thank you QST for the coverage; and for everyone note and
correct ther error.

     Which does NOT mean, of course, that you cannot operate the
classic rigs any other time.  Just that for contest purposes the
above times apply.

     AND.......

     I just noticed that the printed announcements I mailed out with
the CX Newsletter - and posted to "boatanchors" - were ALSO wrong,
listing the times as 1900 to 0400 UTC - that *&^$^# Daylight Savings
Time adjustment...

     So get on the air with EITHER set of times (go with the 3 PM to
midnight Eastern Time ones "officially") and we'll count it either
way.

     ARGH!

     I gotta get a new head, maybe....

     But I can still copy CW - check it out on CX!!

     73,

...and sorry for the mix-up..

     Al  N5AIT
  modsteph@acs.eku.edu


...and that is in just TWO WEEKS, the week after Super Bowl - so we
still have time to get it all together!

------------------------------
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit
Date: Sun, 24 Jan 1999 19:44:17 -0500 (EST)
Subject: HELP IN POSTING FS TO ANTIQUE RADIO LISTS
To: Old Tube Radios <boatanchors@theporch.com>
From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
Message-ID:  <9901241944.aa20038@pcusa01.ecunet.org>

To: boatanchors@theporch.com

Would somebody please post a for sale in suitable antique radio lists for
me?  (For 1920's radio battery eliminator recently described in BA.)

Pse email me directly.  Thank you.

 -John Sehring (Sun, Jan 24, 1999 @ Custer SD USA) UCC WB2EQG
           "Live long and prosper" --John 10:10b

------------------------------
Date: Sun, 24 Jan 1999 19:53:56 -0500
From: don merz <71333.144@compuserve.com>
Subject: BA Misc FS
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199901241956_MC2-67C5-68D5@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: 7bit
Content-Type: text/plain; charset=us-ascii
Content-Disposition: inline

 BA Misc For Sale 

 CONTACT: Don Merz, N3RHT: 47 Hazel Drive, Pittsburgh, PA 15228.
          71333.144@compuserve.com

 Hammarlund S-200 speaker. The big one. In very nice condition. All
   original except for felt feet on bottom and missing back (if there was
   one originally--I'm not sure). Grille cloth and logo are excellent. Paint 
   has some light scuffs and scratches which should mostly buff right out. 
   $90, close offer or interesting trade.
 Instructograph continental code tapes numbers 2,3,4 and 7. In original
   cans with labels. Good, usable shape. $9/all postage-paid.
 Navy Flameproof key. Missing wire clamp. Otherwise good and usable. $20
 B&W 600 Grid Dip Meter. With all coils, original manual and badly beat-up
   original box. 1750kc to 260mc in 5 coil ranges. Working as designed. $50
 Teletype 8-level paper test-tape set. I believe these were Western-Union
   or Bell System standard test tapes though they don't say so anywhere.
   One prints a half-page of THE QUICK BROWN FOX...etc. The other one 
   prints 1-2 pages of tests for Models 33 and 35 Teletype machines. These 
   tests are Horizontal and Vertical Type Alignment, Left Hand Margin and 
   Line Length, Line Feed, Shift Alignment, Equal Spacing and Type 
   Arrangement. At the end, the tape prints "T.U. Serial No. 117385
   3/16/70". Both tapes in usable condition with sample printed copy.
   $22 PPD or trade for RTTY magazines 1964 and earlier.
 Teletype ASR-33 Manuals. 3 Manuals in gray binders. I have 4 or 5 sets
   to sell. $12/set postage-paid
 Teletype ASR-32 manuals set. Just one. $14/set postage paid
 Teletype ASR-33 Wiring diagrams. A 1-2" thick file of Model 33 wiring
   diagrams. Many never opened in original Teletype envelopes. $7 PPD
 Teletype ASR-33 Wiring diagrams. A more complete set. Probably 2-4" thick 
   file of Model 33 wiring diagrams. Most never opened in original Teletype 
   envelopes. $9 PPD
 Bell System 101C wiring diagrams. 3" thick file on some sort of 
   TTY multiplexing deal. All yours for $7 PPD
 The Radio Amateur's Handbook, A. Fredrick Collins and Robert Hertzberg,
   14th ed., 1979. In excellent condition with dust jacket. Lots of S-line,
   Heathkit and early Japanses gear photos. $11 PPD
 Teletype 1" paper tape winder with plastic reels. Trade for 11/16" paper 
   tape winder or tape minder. Or $12
 Bottom plate for 1930's vintage Peak Preselector. This is just the bottom
   plate with the schematic diagram glued to it. This preselector used
   2 58 tubes and was commonly used with radios lacking an RF stage
   like the Comet Pro. $3 postage to good home.
 CX-345 tube, globe, Cunningham, used. Tests good on Hickok 533. Also
   N-O-S RCA 45 tube. ST-shaped. Tests new on Hickok 533. Make offer
   for both.
 General Cenment socket saver, 9-pin miniature. Goes on your tube tester
   socket to prevent wearing out the tester's socket. Missing the long, 
   thin screw that's supposed to hold it in place. Brand new in original
   box. $6 PPD
 
 WANTED

 Lafayette HA-460 manual copy.
 Military TM 11-2234 on TT-4A/TG
 Manual or any info on Phillips Type BX-526-A shortwave receiver.
 
 CONTACT: Don Merz, 47 Hazel Drive, Pittsburgh, PA 15228
          71333.144@compuserve.com

------------------------------
From: zeitler@ibm.net
Message-ID: <008f01be4802$f07fe2c0$02292581@km3g>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Trade URA-38 HF Coupler for nice BA rcvr
Date: Sun, 24 Jan 1999 17:34:52 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Gents,
I have a LIKE NEW Harris Co. URA-38 remote antenna coupler. This is the big
one used by the US Navy for a few decades now. Rated at 1 kW average power.
Tunes 2-30 mhz (35 foot whip). Has a HUGE roller coil and a 10kv 500pF
vacuum variable as the variable tuning elements. It comes with the companion
remote control unit. Also have a very good copy of the manual with parts
list, etc..

You will need to provide the interconnecting cable and connectors for the
same. This is a very heavy duty coupler. I would like to trade it for a
really nice BA rcvr such as a 75A4, 51J-4, 75S3, or ????

Would consider selling but prefer just to trade accross the board. BTW the
inside of the coupler is pressurized with nitrogen to keep the moisture out.

Shipping is okay via UPS.

Thanks for the read.

Lane Zeitler
Ku7i
San Diego

------------------------------
From: zeitler@ibm.net
Message-ID: <009701be4804$2972a1c0$02292581@km3g>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Will also trade the coupler for an HF amp
Date: Sun, 24 Jan 1999 17:43:35 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Forgot that I also can use another HF amp. Would consider a trade for the
URA-38 in the earlier post.

73s

Lane
Ku7i

------------------------------
Message-Id: <3.0.5.32.19990124212537.007cb100@mail.execpc.com>
Date: Sun, 24 Jan 1999 21:25:37 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Gary Pewitt <gpewitt@execpc.com>
Subject: FS Heath SB301/401 and Galaxy V plus accessories
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

For sale:  Heathkit SB301/401 in very nice condition with cables and
manuals (manuals not in real good condition).  $400.00

Galaxy V with remote vfo, power supply/speaker, mobile power supply,
and speach processor (receive) and manual.  Transceiver and vfo
in exceptionaly nice condition, speaker case has some marks on it.
$250.00

Don't really want to sell either one but I need money for a car.

gpewitt@execpc.com in Milwaukee  414 355 8147 home 414 297 4307 work
Gary Pewitt  N9ZSV/KT  gpewitt@execpc.com
6120 W. Calumet Rd. Apt. 204, Milwaukee, WI  53223
414 355 8147 home    414 297 4307 work
Sturgeon's Law "Ninty percent of everything is crap."

	

------------------------------
From: "Barry L. Ornitz" <ornitz@tricon.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Bob Roehrig" <broehrig@admin.aurora.edu>
Subject: Crystal Oscillators and Temperature Sensitivity
Date: Sun, 24 Jan 1999 22:27:28 -0500
Message-ID: <01be4812$a2420740$404d62d8@ornitz.dpnet.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

In the recent thread on crystal oscillators and temperature sensitivity, I
said that oven crystals were not designed to operate on the cusp of the
frequency characteristic curve but rather in the low slope portion of the
curve between the two cusps.  I did a little more reading on this and I
found that AT-cut crystals designed for room-temperature operation are
indeed often designed to operate on the lower temperature cusp.  This
provides for the best temperature stability at room temperature but has the
negative effect of making temperature compensation rather difficult.

Most of the information in Terman's handbooks on crystals is quite out of
date.  With modern X-ray crystallography used to determine the proper
cutting angles, crystals of today are far more reproducible than they ever
were.  Mike Feher's description of modern microprocessor controlled
oscillators shows the advances that have been made.

Most modern crystals are made from synthetic quartz crystals about 1/2 to 1
inch in diameter and six or more inches long.  I have a few rejects that
were close but not perfect enough.  Many hobby gem and mineral dealers sell
such synthetic crystals inexpensively.  I think I paid about $10 for the
larger one I have.

        73,   Barry L. Ornitz     WA4VZQ     ornitz@tricon.net

------------------------------
Message-Id: <199901250410.UAA05002@mail-gw5.pacbell.net>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Over quoting.
Date: Sun, 24 Jan 1999 19:35:48 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

I don't know if this is helpful but it may be that some folks should be
using more than one e-mail program to avoid the problems with bandwidth
wasting shaff on this mail reflector.  I'm using MS Internet Mail and News
v4.7... which comes with Internet Explorer 3.02.  Yeah, I know I'm an
infidel but it works, it's simple, and you can run text mode simply by
selecting an option.  It shouldn't be hard to plunder a free copy or borrow
someone's cast off install CD.  Old and simple does not necessarily refer
to my mental faculties.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Message-Id: <199901250410.UAA05012@mail-gw5.pacbell.net>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: operate 230 volt equip. on 125 volt ?
Date: Sun, 24 Jan 1999 19:42:27 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

Hue;

> so, is my best bet just to stack up an isolation xfmr as a voltage
> boost deal ?

Yes.  Connect an isolation transformer as a voltage doubling autoformer and
run it from your 0-140 volt variac.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Message-Id: <199901250410.UAA05019@mail-gw5.pacbell.net>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "BA" <boatanchors@sco.ThePorch.com>
Subject: Re: Over quoting.
Date: Sun, 24 Jan 1999 20:04:42 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

Turning off quoting in an e-mailer is like throwing the baby out with the
bath water.  Replying to a posting becomes an exercise in mass confusion
without a specific reference to what the reply is about.  I recommend
following Jack's instructions.  SELECT the item, and JUST the item that
adequately presents the issue you want to respond to, COPY the item, go to
EDIT and select SELECT ALL, then stab the DELETE key.  Now you have a clean
sheet with just the relevant subject to respond to which the originator and
thread followers will recognize.  It's a little clumsy at first I know, but
think of it as building a skill, like learning to send CW.  Can you relate
to that?  Hi!

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
From: thompson@mindspring.com
Message-ID: <009c01be481d$30c1a0c0$242b56d1@default>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: two items found
Date: Sun, 24 Jan 1999 23:43:01 -0500

Thanks to BAers I have a few bulbs and the AC cord coming.   Gosh, I forgot
about TV Cheater cords in about 1870.

83 Dave K4JRB

------------------------------
Date: Mon, 25 Jan 1999 00:27:38 -0600 (CST)
From: Bill Hawkins <bill@iaxs.net>
Message-Id: <199901250627.AAA20174@citrus.iaxs.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Over quoting.
Cc: boatanchors@sco.ThePorch.com

Think of it as doing what your forebears did when they wrote letters (they
could write, couldn't they?). Nobody copied the original letter into their
reply, just a few choice words.

This new stuff must'a been written by people who get paid by the byte for
traffic on the 'net...

Regards,
Bill Hawkins

------------------------------
From: mblair@gruumsh.irv.ca.us
Message-Id: <199901250631.WAA09058@gruumsh.irv.ca.us>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: SEM-25 page updated
Date: Sun, 24 Jan 1999 22:31:11 -0800


The folks at Army Radio Sales Co. kindly sent me some more SEM-25
pictures, and I've added them to my SEM-25 page. They're a lot clearer
than the B&W pictures that I took (I don't have a good digital camera
yet). My SEM-25 page is at:

    http://members.home.net/mblair1/sem25/sem25.html

--
Mark J. Blair, KE6MYK <mblair@gruumsh.irv.ca.us>
PGP 2.6.2 public key available from http://pgp.ai.mit.edu/
Web page: http://members.home.net/mblair1
DO NOT SEND ANY UNSOLICITED COMMERCIAL EMAIL TO THIS SITE

------------------------------
Message-Id: <199901250730.BAA14882@loki.internettport.net>
From: "Steve" <scb@mail.internettport.net>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 25 Jan 1999 01:13:18 +0000
MIME-Version: 1.0
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Subject: Re: RS-6 power supply 
CC: <boatanchors@theporch.com>

>"---- 6X4 would go bad about once a year, it would light up, but not
make DC. Are these tubes just not rugged enough for portable use?"

 Greetings;
Seems unlikely as this tube was extensively used in late '40s to mid
'50s car radios. The tab connecting the cathode to it's pin is
limited in current handling & can "fuse" out when the power is
quickly switched off/on due to absence of normal warmup peak
current limiting. "Hot switching" is hard on tube rectifiers anyway
and should be avoided. Otherwise, hard to say what the failure mode
is in your case.

Regards; Steve

------------------------------
Message-Id: <199901250730.BAA14888@loki.internettport.net>
From: "Steve" <scb@mail.internettport.net>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 25 Jan 1999 01:13:18 +0000
MIME-Version: 1.0
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Subject: re: operate 230 volt equip. on 125 volt ?
CC: <boatanchors@theporch.com>

">let's say you wanted to operate a 230 volt mains only reeciever
on the north america standard 125 volts. "

Hue;
Best bet is to hook up w/someone with military base priveleges & have
them check the base second-hand shop for some of those 240-120 V
xformers used to power US made stuff off European mains power. Should
be cheap, hardly anyone wants 'em here. Hook it up the other way
'round.

Regards; Steve

------------------------------
Message-ID: <36AC60C6.D55AFB52@ix.netcom.com>
Date: Mon, 25 Jan 1999 06:17:10 -0600
From: David Stinson <arc5@ix.netcom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Desperately Seeking Discs
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I'm badly in need of two CDs.
I need a good QRZ disc from between 1992 and 1996
and also an original Windows 95 CD with the sleeve
that has the unlock code on it.
I can purchase or trade you something for them.

I'm asking the BA community because I've known most
of you so long and know I can trust you.
Buying used software on Usenet is very, very dicey.
Both of these will be put to work doing BA stuff 
so I think it's an OK post.

Please reply to me and not the list.

TNX ES 73 DE Dave Stinson AB5S
arc5@ix.netcom.com

------------------------------
Message-ID: <36AC64B2.2621C83C@esslink.com>
Date: Mon, 25 Jan 1999 07:33:54 -0500
From: Sandy Gerli <angerli@esslink.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: MT-1 Mic Plug WANTED
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hi,

Just got a really BEAUTIFUL MT-1/MR-1. But, I notice in the manual that
the mic connector is a 4-pin male Amphenol I've not seen before. The
jack on the chassis hasn't been changed, so it's original.

Anyone have a mic plug like this in their junquebox? Has a threaded
ferrule like the familiar 80-2MCM 2-pin female mic plug.

I'd love to get this pair on for CX on fone. Thenks for your help.

73,

--
Sandy Gerli, AC1Y
500 Country Club Road
Avon, CT  06001-2406
(860) 675-5566
E-Mail: angerli@esslink.com

Life Member: ARRL, QCWA
Collins Collectors Association
Hallicrafters Collectors Association

"Boatanchors are Ham Radio's living history!
Get in touch with 'em. Restore something! Smell that hot solder!
Sure beats booze. And, you can get up afterwards..."

------------------------------
From: mnhopkins@juno.com
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 25 Jan 1999 07:14:44 -0600
Subject: 6M Yoop Troop
Message-ID: <19990125.071447.-507153.0.MNHopkins@juno.com>
MIME-Version: 1.0
Content-Type: text/plain
Content-Transfer-Encoding: 7bit

It was far into SSB's VHF takeover when, in QST for July,1965, W1HDQ
reviewed the Hallicrafters SR-46 AM transceiver.

   He liked the dual conversion RX with IFs at 21 and 1.65 mc, but
lamented the lack of CW.  His solution?  He broke the cathode line of the
5W PA with a key and pushed the second IF into regeneration for a beat
note.  "The result was not the best c.w. in the world, but it was not the
worst, either," he wrote.

   Edward P. Tilton is gone, but we still have the legacy of leftover AM
gear.  There were over 30 makes of 6M AM transceiver.  They elicit yawns,
at best, at every hamfest.  So it you have an abandoned Black Widow or a
laying-around Lafayette it is still possible to get on or a song -- even
if the chorus might be "Yoop, yoop."

de ab5L, Michael Hopkins, Box 226841, Dallas, TX  75222,
MNHopkins@JUNO.com
Student of Tecraft, ICM, and Six Meters' golden age, 1956-58.

------------------------------

End of BOATANCHORS Digest 2397
******************************


>From ???@??? Mon Jan 25 23:38:13 1999
Date: Mon, 25 Jan 1999 15:20:28 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 2398
Message-Id: <19990125211021.29810AE1C@devel43.theporch.com>

			    BOATANCHORS Digest 2398

Topics covered in this issue include:

  1) noise DF
	by "Ed Santavicca" <santavic@ct.picker.com>
  2) info needed 75A2 and HT-37 
	by "William L. Fuqua III" <wlfuqu00@pop.uky.edu>
  3) Re: noise DF
	by Bob Roehrig <broehrig@admin.aurora.edu>
  4) Closing 1998 Books
	by David Stinson <arc5@ix.netcom.com>
  5) WTB:  Collins F455FA-08 800 hz Filter for 75S3B
	by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com>
  6) Knob for Apache TX1 needed
	by Jim Roik <jnroik@escape.ca>
  7) Re: Over quoting.
	by John Shriver <jas@shiva.com>
  8) Re: noise DF
	by Jim Roik <jnroik@escape.ca>
  9) Re: operate 230 volt equip. on 125 volt ?
	by John Shriver <jas@shiva.com>
 10) VHF oscillator stability?
	by "A. B. Bonds" <ab@vuse.vanderbilt.edu>
 11) R-390/A tool holder wtb
	by Jay Coward <jayc@hpcmrd42.sj.hp.com>
 12) Re: VHF oscillator stability?
	by Al Klase <skywaves@bw.webex.net>
 13) 120/240 TRANSFORMERS
	by John M Iverson <jackiv@juno.com>
 14) Re: noise DF
	by John M Iverson <jackiv@juno.com>
 15) Some stuff for sale
	by "Brickey, Peter" <peter.brickey@compaq.com>
 16) Re: noise DF
	by "Roberta J. Barmore" <rbarmore@indy.net>
 17) Re: noise DF
	by Gerald Morris <k6qy@mindspring.com>
 18) noise DF 
	by "Tom R. Rice" <tomrice@netcom.com>
 19) Re: Over quoting, yet
	by "Tom R. Rice" <tomrice@netcom.com>
 20) BA's in the movies (sort of...)
	by "Tom R. Rice" <tomrice@netcom.com>
 21) RE:BA in the movies (San Fran vendor audit needed....)
	by johnmb@mindspring.com
 22) OVER QUOTING
	by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
 23) Re: need 400 cycle 3 phase power source info
	by "Ken Kinderman" <bc455@hotmail.com>
 24) Re noise DF
	by philip mccoy <dgnova@erols.com>
 25) Need: 7-pin Plug
	by Dick Dillman <ddillman@igc.apc.org>

----------------------------------------------------------------------
Message-Id: <199901251343.IAA05859@server.ct.picker.com>
From: "Ed Santavicca" <santavic@ct.picker.com>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 25 Jan 1999 08:42:07 -0500
MIME-Version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: Quoted-printable
Subject: noise DF

Does anyone have suggestions for finding the origin of local noise? This n=
oise is 
an S9 or more on 20m and an S3 to 5 all the way up to 10m. 80m and 40m are=
 
useless when the noise is present. I think the noise is outside the house =
since I 
turned off the main breaker and the level didn't change. I've even unplugg=
ed all the 
smoke detectors thinking these may be the noisy rascals. It appears to be 
northwest or southeast of my QTH, according to my Radio Shack DX-440 using=
 
the loopstick antenna. This seems to be such a primitive way to fox hunt a=
 noise 
source. There must be a better way to point to the source. The noise is 
intermittent but there have been times when it will go continuously for ho=
urs. It's 
has a very broad bandwidth, and sounds like the noise you would expect to =
here 
from a cold wire feed mig welder. It=92s been a nuisance for 5 yrs now. I =
called our 
local Power Company (who were very cooperative) but the noise wasn=92t pre=
sent 
when they came to the house. The noise is equal on all my ba equipment. Th=
e 
noise blanker on the HQ-170A is only marginally effective. I would be very=
 
pleased if I could find the noisy culprit and make the airwaves in our nei=
ghborhood 
quiet again.

Tnx fer ur hlp.

73, Ed

AA8TV
Lakewood, Ohio

------------------------------
Date: Mon, 25 Jan 1999 09:11:33 -0500 (EST)
Message-Id: <199901251411.JAA27310@pop.uky.edu>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: "William L. Fuqua III" <wlfuqu00@pop.uky.edu>
Subject: info needed 75A2 and HT-37 

  I would like to get an original manual for a 75A2 and also 
a copy of the schematic for a HT-37 transmitter.

tnx es
73
Bill wa4lav

  William L. Fuqua III  P.E.  E-mail WLFUQU00@POP.UKY.EDU  Phone (606) 257-4155
  Department of Physics and Astronomy      CP-177 Chem. Phys. Bldg.  
  University of Kentucky ,                 Lexington, Ky 40506-0055
 
  

------------------------------
Date: Mon, 25 Jan 1999 08:20:37 -0600 (CST)
From: Bob Roehrig <broehrig@admin.aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: noise DF
Message-ID: <Pine.ULT.3.96.990125081801.21670B-100000@admin.aurora.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


Use the highest frequency that you can detect it on for the best accuracy.
A unit I have used successfully is one of the old heath aircraft VHF
receivers equipped with a S meter. You need an AM receiver, not FM.
I use a 3 element 2 meter beam and this works quite well.

                    "Nostalgia is a thing of the past"
        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-5530

------------------------------
Message-ID: <36AC81B4.3AE87D81@ix.netcom.com>
Date: Mon, 25 Jan 1999 08:37:40 -0600
From: David Stinson <arc5@ix.netcom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Closing 1998 Books
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Scribbling-away at my sales taxes, income taxes,
breathing taxes,  scratch-your-*ear taxes etc.

I'm one of those people that could misplace my
brain if I didn't draw a map to where I last 
took it out and played with it.
I'm working on closing my books for 1998.
If you and I have some deal hanging-fire or 
some other unsatisfactory situation, please
email me so I can get four-square with you.
Bound to have forgotten something important
in a year's time.

I've also accidently erased my "AH List,"
so if I'm supposed to be mad at you 
about something, it's forgiven ;-).

TNX ES 73 DE Dave Stinson AB5S
arc5@ix.netcom.com

------------------------------
Message-ID: <21B46CBD022AD1118F0500805F15A068011065F5@STPMSX05.stp.guidant.com>
From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: WTB:  Collins F455FA-08 800 hz Filter for 75S3B
Date: Mon, 25 Jan 1999 08:42:32 -0600
MIME-Version: 1.0
Content-Type: text/plain

Want to Buy:  Collins F455FA-08 800 hz Filter for my Collins 75S3B.  Thanks.

73,  Scott WA9WFA in Saint Paul Minn

------------------------------
Message-Id: <3.0.1.32.19990125090653.00702740@mail.escape.ca>
Date: Mon, 25 Jan 1999 09:06:53 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Jim Roik <jnroik@escape.ca>
Subject: Knob for Apache TX1 needed
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Can anyone help me to locate a knob for an Heath Apache TX1? I need the
aluminum knob for the cw/sideband/am switch, second over from the
microphone connector.

This set is also missing the plastic for dial window. Does someone know
what the thickness of the original plastic was?

Thanks in advance for the help.

Jim  VE4AQ

------------------------------
Date: Mon, 25 Jan 1999 10:20:41 -0500
Message-Id: <199901251520.KAA06250@brill.shiva.com>
From: John Shriver <jas@shiva.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Over quoting.

In NetScape 4.0 (a fine mailer, and free), to turn off quoting:

 Edit->Preferences...

 Click expand triangle next to "Mail & Groups"

 Click "Messages" group in that section.

 Click to remove checkmark next to "Automatically quote original
 message when replying".

 Click "OK"

------------------------------
Message-Id: <3.0.1.32.19990125092815.00701b60@mail.escape.ca>
Date: Mon, 25 Jan 1999 09:28:15 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Jim Roik <jnroik@escape.ca>
Subject: Re: noise DF
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

>From what you describe it does sound like power line noise. Causes, amongst
others, could be loose hardware on the line or tracking on the cross arms
near an insulator. It is very difficult to DF this using RF, as the noise
can really travel along the line. Current techniques use an ultrasonic
sniffer with a parabolic mike. Older methods uses a Stoddart radio with a
directional loop. Or you could try the old technique of hitting the pole
with a sledgehammer if you think you found it. The thump would make the
noise change. If you can hear the noise on a transistor radio or other
portable, you can wander looking for maximum. 

Also does the noise change with weather and humidity? Often that will make
it get worse.

And then it doesn't have to be the power line. Could be some equipment in
someone's house. I remember reading an article in QST where they traced it
to a defective door bell transformer.

Good luck. It isn't always easy, but usually the power companies will be
cooperative if you get the right person and talk gently.

Jim

At 08:42 AM 1/25/99 -0500, Ed Santavicca wrote:
>Does anyone have suggestions for finding the origin of local noise? 
>73, Ed
>
>AA8TV
>Lakewood, Ohio
>
>

------------------------------
Date: Mon, 25 Jan 1999 10:25:37 -0500
Message-Id: <199901251525.KAA06263@brill.shiva.com>
From: John Shriver <jas@shiva.com>
To: Old Tube Radios <boatanchors@theporch.com>
CC: boatanchors@theporch.com
Subject: Re: operate 230 volt equip. on 125 volt ?

115 -> 230 autotransformers aren't hard to find.  

Or, have a 230V 15A outlet installed by a electrician, possible in
most US homes.  (115V single-phase service is very rare.)

------------------------------
Message-Id: <3.0.1.32.19990125093021.00b928c0@vuse.vanderbilt.edu>
Date: Mon, 25 Jan 1999 09:30:21 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu>
Subject: VHF oscillator stability?
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Well, it's not QUITE a ba, but close--it is 50 years old and has tubes.  I
refer to a Stromberg-Carlson console that my Dad bought in 1949.  The bad
news was that all the paper caps were Black Beauties.  The good news is
that after replacing them (25 or so...) it's working very well.  Almost.

This is a very early FM receiver (88-108).  My Dad always complained
because it drifted so much, and he had to get out of his chair and retune
it every 5-10 minutes.  It still drifts.  The oscillator (half a 12AX7)
uses a 47 pf grid cap and two 24 pf feedback caps.  They are all ceramic
tubulars.  One would think that a more stable cap might help this
situation.  Suggestions for exactly what to use?  Some kind of NPO rated
unit, I should think.

			73		A. B. Bonds

------------------------------
From: Jay Coward <jayc@hpcmrd42.sj.hp.com>
Message-Id: <9901251603.AA13427@hpcmrd42.sj.hp.com>
Subject: R-390/A tool holder wtb
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 25 Jan 99 8:03:59 PST
Cc: baswaplist@foothill.net

Greetings to All,
 I would like to purchase the tool holder that goes
on the rear panel of the R-390/A.My '67 EAC is missing
that item,although I've been told that contract did not
have the holder(or tools),just the mounting holes.If I
find one I hope it wouldn't be politically un-correct to
add!
 Thanks ,
       Jay

------------------------------
Message-ID: <36AC997E.1E0267C3@bw.webex.net>
Date: Mon, 25 Jan 1999 11:19:10 -0500
From: Al Klase <skywaves@bw.webex.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: VHF oscillator stability?
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

A. B. Bonds wrote:
 My Dad always complained
> because it drifted so much, and he had to get out of his chair and retune
> it every 5-10 minutes.  It still drifts.  The oscillator (half a 12AX7)
> uses a 47 pf grid cap and two 24 pf feedback caps.  They are all ceramic
> tubulars.  One would think that a more stable cap might help this
> situation.  Suggestions for exactly what to use?  Some kind of NPO rated
> unit, I should think.
> 
	It might be easier to gin up an AFC.  Small, couple of puff, perhaps
variable, cap from top of oscillator tank to ground via a reversed bias
silicon (shudder) diode.  Feed the diode DC from the discriminator via a
resistor or choke.  I did this with an SX-62 a while back.  It worked
ok.  You can set up the whole thing by ear by observing how hard it is
to pull it off a station with the main tuning knob.

73,
Al

-- 
Al Klase - N3FRQ
skywaves@bw.webex.net
Flemington, NJ 08822
Web Page:  http://www.webex.net/~skywaves/home.htm

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: hallicrafters@qth.net
Date: Mon, 25 Jan 1999 11:00:42 CST
Subject: 120/240 TRANSFORMERS
Message-ID: <19990125.110400.3510.2.jackiv@juno.com>
From: John M Iverson <jackiv@juno.com>

an excellent source for transformers can be a local machinery rebuilder
or a scrap yard dealing in factory demolitions.  units with 120/240  or
240/480 primaries can be used for isolation. connect the pri and sec to
the same voltage and you have a good trans.. these are rated in kva 
which is kilovolt amps.   they show up with ratings such as .25 kva, 
.5kva,  1.0 kva etc.  when you are lucky you can find a large  "control"
trans former with 12/24 volt secondaries and 120/240 pri.  in the 120/240
primary one can get  6/ 12/ or 24 volts from the secondary which can be
phased to be in a buck or boost  configuration.  a .25 kva unit is good
for 10 amps at the 24  connection or 21 amps in the 12 vol setting.     i
hope this helps.  remember, for safety, ground the tx frame.  helps in
noise reduction too.   old jack
Jack Iverson    K0EWU    jackiv@juno.com
ARRL,  IEEE LM,  RCA, AMI, ARCI, QCWA

___________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com/getjuno.html
or call Juno at (800) 654-JUNO [654-5866]

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Mon, 25 Jan 1999 10:45:01 CST
Subject: Re: noise DF
Message-ID: <19990125.110400.3510.1.jackiv@juno.com>
From: John M Iverson <jackiv@juno.com>

CAUTION   when using the sledge hammer technique look above you to see if
there is a lightning arrester on the pole, if so wear a hard hat .  I did
this out in denver, the thump caused the arrester to explode, downwards .
almost got me.  btw  that was the noise. sorry about the bandwidth.  jack
Jack Iverson    K0EWU    jackiv@juno.com
ARRL,  IEEE LM,  RCA, AMI, ARCI, QCWA

On Mon, 25 Jan 1999 09:28:15 -0600 Jim Roik <jnroik@escape.ca> writes:
>>From what you describe it does sound like power line noise. Causes, 
>amongst
>others, could be loose hardware on the line or tracking on the cross 
>arms
>near an insulator. It is very difficult to DF this using RF, as the 
>noise
>can really travel along the line. Current techniques use an ultrasonic
>sniffer with a parabolic mike. Older methods uses a Stoddart radio 
>with a
>directional loop. Or you could try the old technique of hitting the 
>pole
>with a sledgehammer if you think you found it. The thump would make 
>the
>noise change. If you can hear the noise on a transistor radio or other
>portable, you can wander looking for maximum. 
>
>Also does the noise change with weather and humidity? Often that will 
>make
>it get worse.
>
>And then it doesn't have to be the power line. Could be some equipment 
>in
>someone's house. I remember reading an article in QST where they 
>traced it
>to a defective door bell transformer.
>
>Good luck. It isn't always easy, but usually the power companies will 
>be
>cooperative if you get the right person and talk gently.
>
>Jim
>
>At 08:42 AM 1/25/99 -0500, Ed Santavicca wrote:
>>Does anyone have suggestions for finding the origin of local noise? 
>>73, Ed
>>
>>AA8TV
>>Lakewood, Ohio
>>
>>
>
>

___________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com/getjuno.html
or call Juno at (800) 654-JUNO [654-5866]

------------------------------
Message-ID: <418B8B7ACE69D111879B00805F6F281D02269C76@exccup-25006.mis.tandem.com>
From: "Brickey, Peter" <peter.brickey@compaq.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Some stuff for sale
Date: Mon, 25 Jan 1999 09:30:21 -0800
MIME-Version: 1.0
Content-Type: text/plain

Hi,

 I have decided to sell off some of my excess equipment as I am    
running out of space.  Shipping from ZIP 95033 is NOT included.    
                                                                   
 B&W 5100 transmitter
235     
  Rebuilt, working, full output.  Cosmetically very nice,           
 close to perfect front panel, original manual.  Prefer            
 local pickup.  If you want it shipped, I will take it             
 to UPS and have them vers-a-pack it, which buyer will             
 pay for.                                                          
                                                                   
 B&W 51SB SSB converter                                                125

  Have never used this, in very nice cosmetic condition            
 front panel is perfect, this is the one for the 5100 as           
 it has a self contained power supply, comes with original         
 manual.  Preference given to 5100 buyer, as I will sell the       
 pair for $330.

 Heathkit SB-102, VFO, HW-23A & SB-600 speaker             300  
  This is one of the best SB-102s that I have seen,             
 the builder was a tech and did an excellent job.               
 He also ordered a spare SB-102 VFO along with a                
 SB-600 spkr cabinet and grill.  He installed the               
 VFO in the cabinet and finished it off with a SB-102           
 bezel.  Thus the VFO unit looks like a SB-640 with             
 the exception of a perforated front panel and it               
 lacks the controls on each side of the VFO dial. The           
 unit works FB.  The SB-102 has the CW filter and the           
 manuals for all units (except the VFO) are present.            
                                                                
 J-38 straight key
35  
  This is in a sealed bag, so I assume it                       
 is NIB (New-In-Bag).                                           
                                                                
 Layfette, mdl TM-59A "59er" S meter                                 10  
  Nice condition                                                
                                                                
 Micro-Match, Rf power & VSWR meter                              15  
  As new, coupler is in original box, with manual               
                                                                
 RCA 'Radiomarine' mdl AR-8503 (Low Frequency)            145 
             with mdl AR-8503-P preselector                   
 This setup is in very nice condition with one                
exception - a previous owner installed a SO-239               
jack in the upper Left hand corner (now covered               
by a 'goof' plug).  I do not have the power supply            
or manual.                                                    
                                                              
RE-2/ARC-5 antenna relay box                                           20 
 Dirty but seems to be in very nice condition                 
underneath the dirt.  The vacuum capacitor and its            
mounting assembly is missing.  

 Please reply with your ZIP code so that I may include the shipping
charges when I respond.

     73's  Peter                               
                                                    
                                                                   

------------------------------
Date: Mon, 25 Jan 1999 12:45:33 -0500 (EST)
From: "Roberta J. Barmore" <rbarmore@indy.net>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: noise DF
Message-ID: <Pine.SUN.3.96.990125123632.3479A-100000@indy2>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


Hi!

   To expand on what Jack has said: power companies, even the most
friendly of them, tend to frown *very* heavily on persons other than their
vict--, er, employees, thumping their poles with a sledgehammer.  (Or on
the Phone Company's poles; some belong to one, some to the other and they
swap space).
   The power companies do have their very own pole-thumping departments,
usally the line maintenance and/or interference gang.  They are skilled at
this art and, more importantly, fully covered by insurance when they are
practicing it.

   Yours for more undergound power, especially if they leave the poles up
and let us hang antennas on them,
   73,
   --Bobbi

PS: If you do find something hissing, sparking, glowing (ask me about my
"UFO sighting!) or otherwise amiss on a pole, take note of the pole
number(s). Usually nailed to the pole itself in the form of an embossed or
number holding plate, or as individual numbers/letters, the utilities
(well, Cable companies have trouble with the concept) know 'em by their
numbers and will have an easier time finding them. 

KB9GKX "RJ"  rbarmore@indy.net   Roberta J. (Bobbi) Barmore
      FISTS #3388 * G-QRP #10001 * ARRL * RSGB * WIA 
   Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys

------------------------------
Message-Id: <3.0.1.32.19990125094801.00710a60@pop.mindspring.com>
Date: Mon, 25 Jan 1999 09:48:01 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Gerald Morris <k6qy@mindspring.com>
Subject: Re: noise DF
Cc: boatanchors@theporch.com
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 08:42 AM 1/25/99 -0500, you wrote:
>Does anyone have suggestions for finding the origin of local noise? This
noise is 
>an S9 or more on 20m and an S3 to 5 all the way up to 10m. 80m and 40m are 
>useless when the noise is present. 

Hi Ed:

I am tracing a similar noise here in Oakland, CA and think I have found it.
 It is leakage from cable TV.  Take a hand held 2 meter rig, if a BA person
should have one of those toys, and tune it to 145.250 and with a rubber
duckie probe around the cable drop.  Try discnecting the cable to your
house and see if that makes any difference.  If cable leakage it is the
cable companys problem.

Good luck and keep me posted on what you find.


73  Gerald  K6QY

------------------------------
From: "Tom R. Rice" <tomrice@netcom.com>
Message-Id: <199901251830.KAA01711@netcom16.netcom.com>
Subject: noise DF 
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 25 Jan 1999 10:30:13 -0800 (PST)
MIME-Version: 1.0
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit

> an S9 or more on 20m and an S3 to 5 all the way up to 10m. 80m and 40m are 
> useless when the noise is present. I think the noise is outside the house since I 
> turned off the main breaker and the level didn't change. I've even unplugged all the 
	
	
	One note about locating power-line noise:

	If you have one of those radios sold to aircraft
	pilots which provide the VHF aircraft band 
	(ca. 108-135 mc AM), this makes a good short-range
	noise DF'er, as the VHF noise is much easier
	to locate.  You can walk down the street with
	this radio and locate the specific pole(s) with
	no need to thump; by interposing your body between
	the radio's antenna and the noise source, you have
	a rough & ready directional antenna.  Almost as much
	fun as traditional fox-hunting!    

	Radio Shack still sells these things, pretty cheaply.
	You can also use a properly-tuned scanner for this.

	73 de WB6BYH    	

-- 
"Start off every day with a smile and get it over with."  --W.C.Fields
Tom R. Rice  
tomrice@netcom.com     

------------------------------
From: "Tom R. Rice" <tomrice@netcom.com>
Message-Id: <199901251841.KAA02720@netcom16.netcom.com>
Subject: Re: Over quoting, yet
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 25 Jan 1999 10:41:08 -0800 (PST)
MIME-Version: 1.0
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit

> bath water.  Replying to a posting becomes an exercise in mass confusion
> without a specific reference to what the reply is about.  I recommend

			<snip, snippity snip>

> thread followers will recognize.  It's a little clumsy at first I know, but
> think of it as building a skill, like learning to send CW.  Can you relate

	It's a heckuva lot easier with UNIX-based mailers
	like elm or pine, possibly GNU-emacs; we ol' fossils
	aren't so retrograde as you might think  ;-) 

	For a _real_ exercise/challenge, you can use the vi
	editor, the editor from hell!    

	73 de WB6BYH        

-- 
"Start off every day with a smile and get it over with."  --W.C.Fields
Tom R. Rice  
tomrice@netcom.com     

------------------------------
From: "Tom R. Rice" <tomrice@netcom.com>
Message-Id: <199901251853.KAA11439@netcom16.netcom.com>
Subject: BA's in the movies (sort of...)
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 25 Jan 1999 10:53:16 -0800 (PST)
MIME-Version: 1.0
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit

	SF Bay Area TV (Ch. 5) viewers were treated to a bit
	Sunday evening concerning a neat ol' guy who runs
	a tube-radio repair shop in San Francisco.  It's
	called "Aladdin Radio Repair Co." and is run by
	John Wentzel (sp?).  Lots of Zeniths and Philcos
	and such.  Mebbe someone in SF could check it out.
	(I wonder if he ever gets any SW-3 boxes?  ;-)

	73 de WB6BYH   
-- 
"Start off every day with a smile and get it over with."  --W.C.Fields
Tom R. Rice  
tomrice@netcom.com     

------------------------------
From: johnmb@mindspring.com
Message-Id: <199901251857.NAA04103@camel7.mindspring.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE:BA in the movies (San Fran vendor audit needed....)
Date: Mon, 25 Jan 1999 13:51 -0500

...Sounds like a job for our own Mr Dillman....
Dick, up for a report?
:-)
/John

------------------------------
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit
Date: Mon, 25 Jan 1999 13:57:37 -0500 (EST)
Subject: OVER QUOTING
To: Old Tube Radios <boatanchors@theporch.com>
From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
Message-ID:  <9901251357.aa23695@pcusa01.ecunet.org>

When you include original note in you reply, isn't it possible to edit out
whatever parts of the orignal note aren't needed?  Doesn't the imported
text become a part of the note you're preparing so you can edit it just
like what you're writing?

I use a 10 year old DOS-based emailer that does this easily!  Have we had
no progress since then?  This is not rocket science software.  Programmers,
awake!

 -John Sehring (Sun, Jan 24, 1999 @ Custer SD USA) UCC WB2EQG
           "Live long and prosper" --John 10:10b

------------------------------
Message-ID: <19990125185629.1661.qmail@hotmail.com>
From: "Ken Kinderman" <bc455@hotmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: need 400 cycle 3 phase power source info
Date: Mon, 25 Jan 1999 10:56:28 PST
Mime-Version: 1.0
Content-Type: text/plain





>  Can anyone in the group offer suggestions about how to make 5KW of 
110V
>400CPS 3PH power?

Try compass@compassnj.com

They have lots of rotating iron.

73,

Ken Kinderman
WB9OZR
bc455@hotmail.com


______________________________________________________
Get Your Private, Free Email at http://www.hotmail.com

------------------------------
Message-ID: <36ACF34D.164B@erols.com>
Date: Mon, 25 Jan 1999 14:42:21 -0800
From: philip mccoy <dgnova@erols.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re noise DF
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

You might try using a cheap transistor FM radio. By detuning the
FM detector, it might be made more responsive to AM. This works
best on a real cheapie.

Even if not detuned, the cheap FM radio might not have enough AM
rejection, and could be used for locating the noise source.

------------------------------
Date: Mon, 25 Jan 1999 13:19:17 -0800 (PST)
Message-Id: <2.2.16.19990125131831.4fb72fac@pop.igc.org>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Dick Dillman <ddillman@igc.apc.org>
Subject: Need: 7-pin Plug


I'm looking for a 7-pin plug that will mate with a 7-pin miniature tube
socket and be suitable for building a SS diode replacement for a 6X4
rectifier tube.  All suggestions as to a souce for this item will be most
welcome.

Regards,

Dick

                                     Dick Dillman
                                <ddillman@igc.apc.org>
                                    WPE2VT  W6AWO
                              Collector Of Heavy Metal:
                        Harleys, Willys and Radios Over 100lbs.

                    

------------------------------

End of BOATANCHORS Digest 2398
******************************


